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1 HH Purpose

W2 7 T R AR . T RER 2 3 I AN 22 3 i R R SR U, X 2 3 P H R E . 237
FRHIFE s A% . 2 B (s A% IS (8] 2 3 P20 43 S 2% 2 3 FRAE VIR B (1 B #E AT L€
22 GB/T 27021 1 (&8 E EHMARFZILNMZR 28 1 #7r: Z5R) (CNAS-CCOL)
TAF-MD 1 CHmPESCfE 2P 08 PR R W HIAIE) M CNAS-CC11 (23T 21
EIRREZSIME) SFRIEK.

Clarify the principles of multi—site understanding, possible multi-site and
multi-site sampling, and specify the assessment of multi-site organizations,
multi-site sampling audits, multi-site audit time, multi-site organizations and
the expression of multi-site certification certificates, refer to GB/T 27021.1
Conformity Assessment Management System Audit Certification body requirements Part
1: Requirements (CNAS—CCO01), IAF-MD 1 Mandatory Document Management System Audit
and Certification for Multi-Site Organizations, and CNAS—-CCII Management System
Audit and Certification for Multi-site Organizations.

2 Ju[E Scope

A8 PR E FIVIE 2 7 SR 22 3 4 ZIE FS B PR H 2 B L AR A
WIEPFE SAMIEIE 1 3RIA

This management requirement applies to the review and acceptance,
certification review, certification evaluation, and certification certificate
expression of certification applications organized by multiple sites in various
certification areas of certification companies.

3 X Definitions
3.1 H %I Permanent site

% PG ST TARBUER BRI T CHIZERESD .

A site (physical or virtual) where a client organization continuously conducts
work or provides services.

3. 2 B3 Temporary site
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A site (physical or virtual) established by a client organization for specific
work or service provision for a limited period. This site is not intended to be
a permanent site.

3.3 iz Newly added site

FEVIETE A )37 i S 55 00 64 32 i e — 2 37

A site or a group of sites added outside the scope of certification.
3.4 P4 Multi-site organization

AR RGN —NHY, R OIREELL 2N,
HRRE OFANDIR AL G X HEE IR i3 AT sk RIAE g, fE2 N CRWH.
It BN R Bl RRADLERD ) PO eI R L 5 345 3 4 3 Bl 4 St

An organization covered by a single management system, which consists of
identified central functions and multiple sites. The central functions (not
necessarily the headquarters of the organization) plan and control certain
processes and activities. In multiple sites (permanent, temporary or virtual),
these processes and activities are implemented in whole or in part.

AIRERIZ 3 T H A 245 4~ . Examples of possible multi-site organizations are
as follows:

1) MEHFLERHZ, Organizations engaged in franchising;

2) AHE ML ENE SN (RSB EH T XS ENLZ) ; Manufacturing
enterprises with sales networks (this document will be applicable to these sales
networks) ;

D ARSGNAE Z NPT, 537 R AL IR 4% s Service enterprises have multiple
sites that provide similar services;

4) EHI)ESE Chain stores, etc.

5 HEZANXHIA. Enterprises with multiple branches.
2
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3.5 FOHHEE Central function

X BRAR 2R A7 T 0 BRAR ZR AR PR IR HR R

The function responsible for the management system and centralized control of
the management system.

3.6 ERIIZAT Virtual site

REUH £idi5 % 7 AL 23 58 BRTAR B IR 55 B L 201, Fo VR AL T AN R Bl R N B3
TR IR LRI B

A virtual location refers to an online environment used by a client organization
to complete work or provide services, allowing people in different physical
locations to perform processes.

1 SRRSO — A A B SO AN S &M B, e ik, W)
FRAT I SESG 2 ReEAE AT e .

When a certain process must be implemented in a certain physical environment,
it cannot be considered as a virtual site, such as warehousing, physical detection
and experimentation, installation or repair of physical products, etc.

2. RXEBUIG PR — D070, — DB IR P A AR A BT R
TAE, =S T,

An example of such a virtual site is that all employees of a design and
development organization work remotely and work in a cloud environment.

E 3 AR (e —ANHLRN NG B A E— AN Pk S
ZT8

A virtual site (such as an organization’ s internal network) is counted as an
independent site for calculating audit time.

3.7 TuE Sub-scope

BTG E The scope of a single site.

AL BTG E RGeS 2 5 B A ARG B R, (B A R RE 2 2 3 4 28
L ) —/NEB 73
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The scope of a single site may be the same as the entire scope of a multi—site
organization, but it may also be a small part of the scope of a multi—site
organization.

2. CyalE” AXGEEE S, AR X AR VG

”Sub-scope” is for the certification scope, not for the accreditation scope.
3.8 B Top management

TE 5% i 2 PR HE A I 2 20— N —2H A One person or a group of people who
command and control an organization at the highest level.

1D s B EE A H LN RPN SRR T

Top management has the authority to authorize and provide resources within the
organization.

A2 wREHEAR (3.5.3) WVEEMERAL Ny, EXMIGHT, RaEH
AR E AR R H X B 1 — A AN B 4N

If the scope of the management system (3.5.3) only covers a part of the
organization, in this case, top management refers to one person or a group of people
who manage and control this part of the organization.

4 BiFH Applications

4.1 IpT Sites

4.1.1 el VEFERTA s, 7R R R E s R SEI A ST R AR . TR, BT
T SCHRER P R BB 2, H AGEAF SRR RE . B Il ™ &AM R, LK L
AR TSN LA E B EE S i B it . Ah, WARINEE ER, T E
SCIE LA 5 B3 7 (R AH SV 10 ) e SO

A site can include all land on which the organization’s controlled processes and
activities are implemented at specific locations, including any associated or
affiliated warehouses used to store raw materials, by—-products, intermediate
products, final products and waste, as well as any fixed or mobile equipment or

facilities involved in the above processes and activities. In addition, if required

4
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by law, the definition of a site should be based on the definition of the relevant
national or local registration system.

4.1, 2 AETCVERE S (0. RS IRMEAL T Re A X MIELL , IAIERE fIGH T %
JEH LRI . WGBSR RS AT RBI I H AL A 5 O R R O 142 N AT A
R ANAEH LI AT IR ST BI85 BEAT INIE 5 %

In cases where the location cannot be determined (such as may be the case for service
providing organizations), the coverage of certification should consider the
processes and activities of the organization’ s headquarters and the delivery of
services. When identifying and auditing all interfaces related to central functions,
it can be decided to conduct certification audits only at the places where the
organization delivers services.

4.2 w37 P Temporary sites

4.2.1 POE R HLVE PR R SR I I BT b T H R, DASRAS A BAA RIS AT AR 2K
PERIESE . 5% 7 AL — B, 25T IER VG DA IE SO At mT DU 33 i e
Wilre SVESAF R BoRIm I S i, N 123 B R IR A .

Temporary sites covered by the organization s management system should be audited
by sampling to obtain evidence of the operation and effectiveness of the management
system. When agreed with the client organization, the scope of multi-site
certification and the certification documents can also include temporary sites.
When a temporary site is shown in the certification document, it should be indicated
that the site is temporary.

4.3 ZIHPTHZE Multi-site organizations

4.3.1 =N A0 AL S — AL EREERSEA, (HZA M P N5 1ZH 2
FODIRBE R EREE FEC R, JFIRM T8 —E B R 128 BAA RN i O R BE I €
AL, IR T A HRBE I RREE I B AN BT R . IR L HR BE A BESRAT v 37 P 7
W R IR . &I, Ao ERAE S &3 B 1R s SRS A R E

A multi-site organization can contain more than one legal entity, but all sites
5
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of the organization should have a legal or contractual connection with the central
function of the organization and be subject to a single management system. This
management system should be formulated and established by the central function and
be subject to the continuous supervision and internal audit of the central function.
This means that the central function has the right to require any site to take
corrective measures when necessary. Where applicable, formal agreements between
the central function and each site should provide for this.

5 IR VERIZEARJE I Basic principles of sampling methods

5.1 M —EHARRTHIZ I H I A% .

Handle audits of multi—site organizations under a single management system.

5.2 ARAR— N BT Rl DASE e i B 2190 B 7 5 B AR B R . TS, R AR
FIT AT DA A8 ] ) BAS [R] R A SEAA

Any site can implement all or part of the processes and activities covered by the
scope of the management system, and different sites can belong to the same or
different legal entities.

5.3 RTHLRE HEME R LM — IR SR B ME SR R RS R,
HEBEREZAMK, 5B F RS

Any legal considerations regarding an organization’ s management system involving
a single legal entity or multiple legal entities are usually not relevant to
management system audits, unless otherwise stated.

5.4 M H A% S VIER R E AR E AR &, 1 HARYE & SUE BAR R 2 R 2k T 31515
BRI IR, BAGESE B R 1L A 25 15 ik 2145 R .

It is the organization’ s management system that must be audited and certified, and
by definition, a management system audit is only based on a limited sample of
available information and must prove that the management system has the ability

to enable all participating sites to achieve the expected results.

5.5 B HE 2 AL LA B FL o ft 1) 8 BRAR &, WIRAb il A O ST AT A£G T IR 25 1& .

6
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Logically, at the beginning of application, consider which sampling method is
feasible from the organization and its implemented management system.

5.6 A HL KR ISR AR AR . iEBhS, XA AE R EE R A
G ee oL (. — RAVRFFEE JEBURAT 70 KU D o J— 07, ®adss 7 A

&M PRI DL A& I ileE vl e G 2 R, flhn.

When each site of a multi—site organization implements very similar processes and
activities, this may be a relatively clear case where site sampling is applicable
(such as a series of franchise stores or a network of bank branches). On the other
hand, it also includes cases where site sampling is not applicable. There may be
many reasons for site sampling not being applicable. For example:

D) e st ad 78 S 530 5 8 BAA RV E A % HAFAE 35 Z0));  The processes
and activities implemented at all sites are related to the scope of the management
system and there are significant differences;

2) T ESRNTER NI T E #%; The client requires audits of each site;

NH LTI REGEMERIE T RGNEHXT A i #% . There are special
plans or regulatory requirements that stipulate systematic audits of each site.

AbF XA R DL e R Z 2 21, AT — 80 S Brig AT AR AR L A
Wal, AR PR T AR R RO BAE AR A s AT R AR . SARAT A AR
—HE, BRI R T HEGE B N is AT AR MR . IE B .

There are many multi—-site organizations between these two extremes. Some of
their sites run similar processes and activities, while other sites focus on very
special processes that are not run in other parts of the organization. Like any
sampling process, appropriate site sampling is limited to sites within the
organization that run very similar processes and activities.

6 2T AHEKINIERKBZKENR Qualification requirements for multi-site

organization certification

6.1 HLANEA R —EFHIER,
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The organization should have a single management system.
6.2 LN AOIREE . HL IR RN — 50 3 BA R BLG SN I 2R
The organization should identify its central functions. The central function is
part of the organization and should not be subcontracted to an external
organization.
6.3 HULERBENIRFAH LRI E . IR FFIZ S — B BA R .
The central function should be authorized by the organization to specify, establish
and maintain the single management system.
6.4 LU H— 7 FAR F N R B B B DR 6
The organization’s single management system should be subject to centralized
management review.
6.5 A 7 B B R A ZHZA 1 A 50 e A% AT o
All sites should be subject to the organization’s internal audit procedures.
6.6 FLLIRRENA SUTRRK B T BT S B RS B 0 A, I HSREREIE B AL
JATRE ST, DMEAE RN CEAREAR T TREN) KA E,
The central function should be responsible for ensuring that data from all sites
is collected and analyzed, and should be able to demonstrate its authority and
ability to initiate organizational changes when needed (including but not limited
to the following situations).

DR R FIE 2488, System documents and system changes;

2) B HPEE ; Management review:

3) #f; Complaints:

4) Y IEFE I 3EYY; Evaluation of corrective actions;

5) N1 H 7% H SR K A6 45 BB ; Planning of internal audits and evaluation of
results;

6) 5i& HARER VAN EESR . Legal and regulatory requirements related to

applicable standards.
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T IR AR e SRR ) 45 B4 SR i P SRR, X BT B AR
HBCH R LI T A 3 i

The central function is implemented under control and authorized by the top
management of the organization, and has an impact on all sites. There is no

requirement that the central function be located only in a single site.

T WFEESRAE Sampling conditions

7.1 —BEOLN, X ZRIDERIU A% AN i S ) B o A% 5 AR DR S A% B DA IE Y Y
AL WD PrdtAT . HHLBAZ Y A5G R Ira s, DR & sl LR /R
ML L Ip o S A7 B 37 i AT

In general, the initial certification audit and subsequent surveillance audits and

recertification audits of an organization should be conducted at each site within

the scope of certification of the organization. When an organization has multiple

sites and meets all of the following conditions, the certification audit activities

can be conducted only at the organization’ s central office and some selected sites.

A SE it B A% 3 B 7 2 23R A 0% S 22 5 Il R B A% A RT RE R ORI UEIE A FR) 52 1
HIfE B

Before implementing audit activities, the organization needs to provide
information on implementing multi—site sampling audits and the possible impact on
issuing certification certificates.

1 HLARGIRMEZ G B -

The organization provides multi—site information in advance:

a) FTEINIERS, $23CHTE VIR TE RN E BRAR R I 7 o AL 2 T H S 73 I BT
When applying for certification, submit a List of ongoing projects and branch
locations covered by each management system within the scope of application for
certification;

b) TEINIEA RN, 5258 CERVIETE A A8 BRAK 2 7 7 1 37 40,22 BE 35

During the validity period of certification, submit a list of proposed changes to
9
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the sites covered by each management system within the scope of certification
obtained;

¢) FEINIEA BN, A KB IE ARV Bl N A8 AR R BT 78 o 15 i 5
During the validity period of certification, submit a list of sites covered by each
management system within the expanded scope of application for certification.

2) FrA I R SE B TR 3K, A AR et . AR A
L6 37 B S )L AR 5 At AR AL, B RR B T I A B, A FE SR 2 Bod 18
BRI R 7 TR 2 32 e B M I AT T, AT DU Bk i F B B b 3 R 22 3 B
NS

The processes at all sites should essentially belong to the same category and
operate in similar ways and procedures. If the processes implemented at some sites
are similar to those at other sites, but the number of processes is less than that
at other sites, then multi-site certification can be adopted for the sites with
a smaller number of processes on the premise that the sites implementing most
processes or key processes will receive a complete audit.

3) LRI T AN R 3 AR I R I R Rl 55 I, n SR a2 A ST P A
2, WA LABEAT SRR . ORI AR EASARALL, ERAR TR, A et
Rl 2 /D AL AE A A St R B I AR ) — MRS (i, LS — AN s AR B T e as
FE F At J LA R A 2K BE L T oe A

When an organization conducts business through interconnected processes
located at different locations, sampling can also be conducted if all other
provisions of this document are met. If the processes at various locations are not
similar but are obviously interconnected, then the sampling plan should at least
include one sample of each process implemented by the organization (for example,
an organization produces electronic components at one location and assembles these

electronic components at several other locations).

4) HA O Tr o = OIS S A P A 08 B S b e oL B BR R, HEEA

10
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ML RAXPRAER R . F AR RIE I AR

The organization’s central office has established a management system in
accordance with the relevant management system standards on which the audit is based,
and the entire organization meets the requirements of this standard. Consider the
requirements of relevant laws and regulations.

5) HERVE FAR RNAL T — A2 BRI HIAE P THRIZ T, Rz i B
oo AU IR AL 7 R AFE A A B CBFE OB ERIRAE) , FENAEF LT
4% [ A P B A% 7 S0 T B AR SR 3 BT kAT 1 W A%

The organization’ s management system should be under a centrally controlled
and managed plan and be subject to centralized management review. The
organization’ s internal audit plan should include all relevant sites (including
central management functions), and all relevant sites should be audited in
accordance with the internal audit plan before the audit begins.

6) AL RAIANHA RTINS CBFER O A ) WM S, wE
PR R LSO ACTE, BV, R, WERH A R LA B S A, B E AR R
IR R R A NI SRR A, AN [F] AR R AR, IR UE BAE 7 E I A B AT RE /12 AT
HAARH,

There is evidence that the organization has the right and ability to collect
and analyze data from all sites (including the central office), such as changes
in the management system and its documents, management reviews, complaints,
internal audit results and evaluations of corrective actions, changes 1in
environmental factors and associated impacts in the environmental management
system, different legal requirements, etc., and prove that it has the right and
ability to make organizational changes when needed.

T EZFYGETH PR SRR A% T =, CRaFEI TREER, MRRHL K2
FITbAE o A% AN 2 R 2 2R BRAA SR R R SR AT

When reviewing certification project applications or planning audit plans, the
11
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following factors have been fully considered to ensure that multi-site sampling
audits of the organization will not affect sufficient confidence in the
effectiveness of the organization’ s management system:

a) HLMMER . PTHIIARE BORBI A ERIZ 28 . INERI X The nature of
the organization, the size of the site, the maturity and complexity of technology,
and certification risks;

b) MRS PTHIZER:, W QUS KRR, EMS (37 B i BT 78 sk S el i 85,
EMS (195 e Tl 56 B i, OHSMS MR /=264 s Ml 42 41 ji%F; Differences among the
organization’ s various sites, such as QMS quality plans, EMS locations and
surrounding environments, EMS pollution prevention and control measures, OHSMS
production line layouts and safety facilities, etc. ;

o) MTHLAREREZRN, EACIELEVIETEE NG 7 i) HESL .  The use
of temporary sites that are within the organization’ s management system but not
included in the scope of certification.

8) ARBAAIIAEE R Z AAR LA S5 s BORE AL AR B e B 22 4 R 52 0 / DRSS 5

Similar environmental factors and similar environmental impacts; or similar
occupational health and safety impacts/risks;

9) ARFTH KV BAK RARAERNE S BT 2 PAIE. BIan, An SRR SR AR A 2 R
HI 7 PR R BEAT W A%, 2P A E '

Not all management system standards are suitable for multi—site certification.
For example, if the standard requires audits of local factors with differences,
multi—-site sampling will be inappropriate.

10> X OHSMS 7 75 22 DN A L, N3k 5 & sl AT A2 B 4 S5 AE < () OHS RS A
FERITEGT, B DR BN RN B ol ke . IR PE B, XA B A R
() TSNS ] (R RN 2 T CNAS—-CC105 H 3% 10 25 BV EER, FERNOAREN 0 L RE S .
FAZ AP R AR R TGS 8 A OHS XU, FliFEANTE

For cases where the OHSMS covers multiple sites, based on the evaluation of
12
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the degree of OHS risks related to the nature of activities and processes, determine
whether each site within the scope of certification can be sampled. The reasons
for the above decisions, the calculation of audit time for each site and the
frequency of visits should be based on the requirements of Article 10 in CNAS-CC105
and recorded for each client. If there are multiple sites that do not cover the
same activities, processes and OHS risks, sampling is not applicable.

BRI i 5 HAl 3 Pl A AL B0 AR B & A 7 i, AHVIEN LR N5 RN 3
FTHDV G (BOR e AR SR R . TAEMR . rsE) Z 1Al
E 5t

Although one site has similar processes or manufactures similar products as
other sites, the certification body should consider the differences among the
business activities (technology, equipment, quantity of dangerous materials used
and stored, working environment, site, etc.) of each site.

2 FCVFHIER ,  DAUEFR N ORoRE 8 B A% B0 3 P e A B i ol i AL B B0 AR L T 3)
A OHS MR AR

When sampling is allowed, the certification department should ensure that the
sample of sites to be audited is representative of the existing processes,
activities and OHS risks of the audited organization.

A1) OHSMS 73 o Yl N 37 B 2 AR RE 75 sCBEAT i 4%, 98 BRAK RIS AT AH R SR fit
WEHE o

Temporary sites covered by the organization’s OHSMS should be audited by
sampling to provide evidence for the operation and effectiveness of the management
system.

7.2 ARFTHHRE “ZHHL” & LA RAEE TS, f% A R LR 5L
X R T DARR ) -
Not all organizations that meet the definition of a “multi-site organization” are

suitable for sampling audits. The audit team can restrict sampling according to
13
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the following situations:

a) A [A] 1) 3 By B AT AN 5] (0 )36 AR 55 1 R BN [R] (7% 3l . Different sites have
different manufacturing and service processes or different activities.

b) AT N YE AN /B yE S B 44 . KGR ; The industry scope and/or activities are
complex and have high risks;

DI ERZ T ML B K; The evaluated multi-site organization is
relatively large in scale;

d) B P BAR RSEAFAEZE S . OISR TGS ASR )& 1R B
BOR, MEEHEAR RN LRI bl E . There are differences in the
implementation of management systems at various sites. For example, in order to
meet the requirements of different activities, different contracts or laws and
regulations, new plans and quality plans are often implemented within the
management system.

o) BARZIE TAH I E BAA R, EACHEAEVAUETE HE A I I 3 Br 5 48 B 5
Although it is under the control of the organization’ s management system, the use
of temporary sites not included in the scope of certification.

) B PV ESRTREN T SLiti 8 4% . The client requires audits of each site.

g) OHSMS RIELFELA LS T B AN 1. X 4LZAK) OHSMS SR S 3G 3l, 7 i
FUHR 55 - L2 K) OHSMS 37 78 st L2 ] (I I 37 P » 910 A el 3503, ANV LA T A - The OHSMS
should include activities, products and services under the organization’ s control
or influence that have an impact on the organization’s OHSMS performance. The
organization’s OHSMS should cover its controlled temporary sites, such as
construction sites, regardless of their location.

8 #FEHEN] Sampling criteria
8.1 MFEJ7VE Sampling methods
D) X SEEAREZ /D 25% 193781, RABENLTEER . For at least 25% of the sample

size, random selection methods are used to select sites.

14
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2) TEIEBURIRFEARRS, AT N A &I When selecting the remaining samples,
the following factors are considered for selection:

a) EVEVEE N 4R I e T Be e 2 31, JF R L i L I A =
All sites within the scope of certification are all subject to possible sampling,
and the central office must be included in each audit;

b) FEVIEA RN, BORFER T Z R R ATRER, N2 HE s AN 2
During the validity period of certification, the differences among the selected
sites should be as large as possible, and if necessary, all sites of the organization
should be covered;

c) LM N A% R BE T A B DLAE A UE B A 45 s The results of the
organization’ s internal audits and management reviews or previous certification
audits;

d) MR R TT RAGHE BALFER)IE3K:  Records of handling complaints
against the organization and feedback information from relevant parties;

e) TS e IR, R THE SHOREG M . BRI Eg . A EPE 2. TAE
PSRN TTE PRGBGSR Er B . SO 15 F LT YRR R S ) 2
Differences in site size and location, number of employees and technical structure,
infrastructure and environment, shift arrangements, work procedures and operation
methods, stages of product formation process, culture, language and local
regulatory requirements, etc. ;

) EHAR AT A FH A AR, The maturity of the management system
and the degree of understanding of the organization;

g) MW TWEE AR, BB A 2K R HRBRRE I R . For
environmental management systems, consider the degree of environmental issues and
environmental factors and their associated impacts.

h) TR A 22 A BRAR 2R, 2 RE T Sl R R 0 1 o A O (1 TR Ak e 22 4 IR AR B 5

For occupational health and safety management systems, consider the degree of
15



Management Requirements Document No. | QP/0KG2003-2023

for Multi-Site LianMing Certification Issue No. 3rd

pe i Co.,Ltd.
Certification Revision No. | 0

occupational health and safety risks related to the nature of activities and
processes;

i) i, IBEESAEESIN FHZ SR, Differences in culture, language and laws
and regulations;

j) HhFEA B B EBUFRE S The degree of geographical dispersion:

k) R E . IS IR . Sites are permanent, temporary or virtual.

3D W W] LAE S 5 o A% T RIS 0 8 X 22 3 TRt RE O AR AR, JRAE SRR (0 2 22
FETE O AR O I p A S A% G, b EE A R A o . iy 2, AT R
2 L 1) v o =5 RN BRI T U P 42 PR IR TR), (B 4E T 5 52 HR AR AE A R BRI )

Generally, the sample for multi—-site sampling can be determined when writing
the audit plan and be appropriately arranged in the audit plan. After completing
the audit of the organization’ s central office, if necessary, the extracted sample
can be appropriately adjusted. If necessary, the time for notifying the central
office of the list of specific sampled sites can be shortened, but sufficient time
should be given for preparing for the audit.

4 X TRESRAI B AR E AR, RN 208 T 5 B B A

For management systems that require two—stage audits, the above sampling method
is applicable to determining the scope of the second stage audit.

5) X T 2 AU — R AL, N3] SRVE B I K 22 I TR . U AR 20K, 45
B 85 T AR

For multi—domain integrated audits, the multi-site characteristics, risks and
sampling requirements of each domain should be separately concerned, and the
sampling should be determined after comprehensive consideration.
8.2 MFEFEAE Sample size
8. 2. 1 k& XGAT I AIFEA T Sample size for low to medium risk industries

AR R ET XS — RS KU TGS, R/ T 50 448 SRR, BRI R
D H IR
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The following guidelines are for a low to medium risk activity. Taking less
than 50 employees at each site as an example, the minimum sample size selected for
each audit is:

1) Wl . AR NI R 1 7R (y=‘/;) , EANBCEE, Hrry JeR iU T
BE. x Nyas.

Initial audit: The sample size is the square root of the number of sites (yZ\[;),
rounded up to an integer, where y is the number of sites to be extracted and x is
the total number of sites.

2) WE: BENFEARENPTEERT RS R2%00. 6 I3 (v=0. 6‘/;), ENHEE

Surveillance: The annual sample size is the product of the square root of the
number of sites and the coefficient 0.6 (y=0.6\ﬂ;), rounded up to an integer.

3) FNIE: FEAE S AR A, SR1 2 A B A R AE = E h e WA R, FEA
AIAELLRH 0.8, B (r=0.8YX), EAMKEH.

Recertification: The sample size is the same as that of the initial audit.
However, when its management system is proven effective in three years, the sample
size can be multiplied by the coefficient 0.8, that is (y=0.8\ﬂ;), rounded up to
an integer.

8.2.2 mAK: (—2k) 1T IIFEAE Sample size for high-risk (level one) industries

ISR R BT XU B — 2 7 i e GOREE 50 44 9, BRI R D I BRI R A
N

The following guidelines are for high-risk or single sub—sites with more than
50 employees as an example. The minimum sample size selected for each audit is:

D BT BIRREARS1 2 VY R AR

Initial audit: Initial audit sample size = 1.2><\[;, rounded up to an integer.

2) WB HERTM B OREAR=0. 8% VX, E AR,

Surveillance: The sample size for annual surveillance = O.8><\[;, rounded up
17
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to an integer.

3) B BWREAESTYIHEEARE, ARG HE A RE = F PR A R0, #
ARTRUFRH L, B G=Y%), AR

Reassessment: The sample size for reassessment is equal to the initial audit
sample size. However, when its management system is proven effective in three years,
the sample size can be multiplied by the coefficient 1, that is (yZ\ﬂ;), rounded
up to an integer.

ERTEE ROREACR, ATARAEAEAR B AR . BRI ZE S AR XU B A )
T G R BT IR .

The sample size calculated above can be adjusted according to factors such as
the risk program of the model, the differences of the model, and the overall control
scheme of audit risks.

8. 2.3 ¥ RIMEVEHEFEAE Sample size for expanding the scope of certification

L A I 2 SRR 2 S By, S X 7 i 7 BE A 2 SR il ok A
Al 2 JEA AN, BRI BT N R RN, TN E I P JE IR A
FEREFESE 8. 1 564047 AL, THLIE 8. 3. 3 (I ERINAT

When a new site is added to an already certified multi-site organization, it
should be distinguished whether the new site can meet the original sampling
conditions. If it meets the original sampling rules, the new site should be included
in the original sampling group and the sample size after including the new site
should be calculated. Sample selection is implemented with reference to Article
8.1. If not, it shall be implemented in accordance with the requirements of 8. 3. 3;

ENEME B ESEF I G, X3 LUG BB d R A FGIE, B 2R B i a3 B 5 A
HTEI P K608, Bt Em e A= .

After the certification certificate includes the new site, for subsequent
surveillance audits and recertification, the newly added site and the previous

sites should be classified and merged, and then the sample size should be determined
18
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by calculation.
8. 2.4 HAhINE Other provisions

D) BSEhpilieEoE D TAMER, MIds X MG ORI &R, IR RIERAME .

When the actual sampling quantity is less than this regulation, the rationality
of this situation should be recorded to prove that this regulation is not violated.

2) XHUIIE R BEAR 28 o5 B35 B 0 XU 70 A 2o 5 R B R A 5 R ) 15 150
I, EIIIREA R

When the risk analysis of the activities covered by the management system to
be certified shows special circumstances related to the following factors, the
sample size should be increased:

a) TS R i EiE,;  Site size and number of employees;

b) JESHAE PR R E Z2 MR X K SF; Complexity and risk level of activities
and management systems;

) THEFRESR (WlundtiT{83E) ; Differences in working methods (such as
shift work) ;

d FTMNELFE. TEBIHZESR,; Differences in processes and activities engaged
in;

) FFICaR,  PARA IS AN TR A B AR AR < U5 T . Complaint records, and

other relevant aspects of corrective and preventive measures;

) i A, BB ERE M,  Geographical distribution, including
cross—border situations;

h) 4. ERZESR: Differences in laws and regulations:

i) NEREZ A FHPEE 455, Results of internal audits and management reviews.

3D WRALE L2 ZRERZRS (A0 B3 (hl) has/EEMN A S/ X IPAE
JHTT 330 W, IR EE BT A AR 2OE T T AN SR T

If the organization has amulti-level hierarchical system (such as headquarters

(central) office/national office/regional office/local branch), the initial audit
19
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sampling model specified above is applicable to sites at each level.
tn. For example:
IR AR BN HEZA (K. B SR E RS2 #U7H;
1 headquarters office: visited in each audit cycle (initial audit, surveillance
audit or recertification audit);
ANEEMSAE: HAE=214, Homd | NEEVFEA;
4 national offices: sample size = 2, of which at least 1 is a random sample;
27T MIX P AZE: FEAE=6 1, Hiigd 2 ANFEHIFEA;
27 regional offices: sample size = 6, of which at least 2 are random samples;
1700 NMHT7 5330 FEARTR=42 4, Hrbig/b 11 DMREFEA.
1700 local branches: sample size = 42, of which at least 11 are random samples.
7E: Note:
(1) X2 RZREFREAE, ANFER T aeER ENARBL B SR, e
For the understanding of multi—level hierarchies, there should be obvious
differences at different site function levels. For example:
a) WEEAEIEEA R . T AR VAT B E RN 2
The hierarchy and level formed between parent companies, subsidiaries, and

grandson companies from a legal perspective;

b) BUR A I SE 225, Rt (B « “HamE (gAED

Hierarchical differences formed from a perspective of authority, such as
first-level distributors (provincial agents), second-level distributors

(municipal agents), etec. ;
o) TiReEM 2, e SA - Rih, HEAR. W AR
Functional positioning differences, such as headquarters and production bases,

sales companies, financial companies, etc. ;

(2) 7/ B CWE M AT 750Ky, BANE M A 780 KER B - it
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7T Gy JRE PR (R 29w RS R d AR ) 5 75 AN B b o % B3 kAT
WE .

The customer has made hierarchical divisions from a management perspective,
and there is sufficient evidence from a management perspective to show that the
customer has implemented hierarchical management (for example, companies at
different levels correspond to different approval authorities). Otherwise, it is
not appropriate for auditors to make subjective determinations.

(3) HuIX Ip 2 B HIBEA B 22 /07 o B A [ Ip o S X T A % . W7 735
HOREAS B 22 /07 ol BIRE AN MBI TP 2 S P B3 X 0 5, RVhRE I NI AT B S il PR 2
B

The samples of regional offices should cover at least the regional offices
controlled by each national office. The samples of local branches should cover at
least the local branches controlled by each regional office, that is, when sampling,
the management chain should be avoided from being damaged as much as possible.

(4 73 JZ2 Ja e v] BE- 2 BUREAS S5 0 3 P e s i #2 TR SR 8. 2 SR SR A
&

Sampling after layering may result in the sampling quantity of sites at each
level exceeding the minimum sampling quantity calculated according to Article 8.3

X ANTE R ) 22 3 BT 4L 23 o %

Audits of multi-site organizations where sampling is not applicable
8. 3. 1 HA% 5 SR AYHE BN B3 P 3 BT BT IE S AZ A R IE S A% . AR B A%,
RIAEREA H IR 5 30% M7 () ERCEZRBED o HIREF AR PO, B
ot B AU B ) 3 P8 AN R 56— IR B A T B 3
The composition of the audit plan should include the initial certification audit
and recertification audit of all sites. In surveillance audits, 30% of the sites
should be covered in each calendar year (rounded up to an integer). Each audit

includes central functions. The sites selected for the second surveillance audit
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are usually different from those selected for the first surveillance audit.
8. 3.2 WiA%J7 BB N CRAE DA IEVE I o B T e REAE B J 30 A e o A% 3
The design of the audit plan should ensure that all processes covered by the
certification scope are audited in each cycle.
8.3.3 WAX CVIER Z AL G — N Hmfh, B TAEFZT R RRIEEZ 4, #%
Yy B ARG I FRE 2 BT S L 2 FEFI TR S, 9t E o 22 B SR
B A% B0 B R TR) B2 L 5 DART 7 BT vt
If a new site is added to a certified multi—-site organization, in addition to
planning supervision in the audit plan, the site should be audited before being
added to the certificate. After the new site is included in the certificate, it
should be accumulated with the previous sites to determine the audit time for
subsequent surveillance or recertification audits.
8.4 HIZFEAEE Total audit sample size
LA S BT AR R (8.2 4%) +IEMIAEREARRE (8.3 4%)
Total audit sample size = sampling sample size (Article 8.2) + non-sampling
sample size (Article 8.3).
9 ZIPrHEZ Multi-site audits
9.1 BETHZASHZYPH LRy, NifeEME—— 2§ R4 5 SRR TS S PR
2, IER S RAREZ I, TERERE g . X &3 P e A% B 7 2O 25K,
A BLAE HERI I B o
When several audit teams participate in a multi-site audit, a single audit team
leader should be designated to be responsible for the coordination and arrangement
of the overall audit activities, summarize the audit findings of each audit team,
and form a comprehensive report. The team leader should clarify the reporting
methods and requirements for audit information of each site during planning.
MyFEE: Attention should be paid to:

D) SRz RAESRH NS I 7T, IR HAA AT Y
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During the audit, it should be verified that the organization’ s internal audit
involves all sites and its effectiveness should be evaluated;

2) R MRS LA E AR R B TE o AT B AT A A

During the audit, the adequacy and suitability of the organization s management
system documents should continue to be checked;

3 AT — DI IR &, N AR A & S AR ART &, ST
FERGARTE, BERZ W I RIEARF & HIPEBT2E — R =RBUH R A 1B S i, 645 21
FH U o

When a nonconformity is found at any site, it should be investigated whether
there are similar nonconformities at other sites and whether there are systemic
nonconformities. The auditee should be required to take corresponding corrective
measures based on the nature of the nonconformity and obtain corresponding
evidence.

9.2 FEARAT— MR TR I T AFTE R, BTG L E e B2 B .

WS, MIRLAE Oy Ip SR IR A B S T BT SRR WA, SRR N RE 3R
FSUR B A B2 1 R B 454 Tt ) 1 2 B ey o AN B IR i A R B TR ) 3 B ) Ve
MANBEAT B R HE L

When a nonconformity is found at any sampled site, an investigation should be
conducted to determine whether other sites are affected. If so, corrective measures
should be taken and verified at the central office and each site; if not, the audit
team should be able to obtain a legitimate reason for taking subsequent measures
to a limited extent. A site with problems found due to audit findings cannot be
excluded from the certification scope without effective rectification.

10 B 5IAE Audit and certification

10. 1 HiFEHIEPES Application and application review

10. 1.1 FITEPEE I ROERASA R HIEH AN B EE R, P

When conducting application review, necessary information about the applying
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organization should be obtained to:

D) Wih B HAE 1R IR R,

Confirm that a single management system 1is deployed throughout the
organization;

2) B 8 i BAR R ATV A TS RIE TG, DAR & Y ) 7

Determine the scope of operation of the management system and the scope of
certification sought, and the sub—scope where applicable;

3) BN P VAR S A 2

Understand the legal and contractual arrangements of each site;

4) B AR A T4, B e RN PR AL R . 3B, IR G

)
[aYay

Understand “what happens where”, that is, determine the processes and
activities provided by each site and identify the central functions;

5) Bl E [ B A S R A A2 L &3 (ane SR AR RR R

Determine the degree of centralization of processes and activities provided
to all sites (such as procurement) :

6) B 7€ 1A [F) 3 i 22 TA) 9% 1

Determine the interfaces between different sites;

7) WE R Pl e (R, Wkt pr iR AR R AR S R 33D, LIRS,
PN B2 Al B A

Determine which sites are eligible for sampling (that is, which sites provide
very similar processes and activities), and which sites are not eligible for
sampling;

8) 44 N H FE 1) F A AR 9% [ & (L CNAS-CC14 . CNAS-CC105 . CNAS-CC106 -
GB/T27204/1S0/TECTS17023) ;

Other relevant factors to be considered (see CNAS-CC14, CNAS-CC105, CNAS-CC106,

GB/T27204/1S0/IECTS17023) ;
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9) 1 7€ L2 B A IS 1] 5

Determine the audit time of the organization;

10) i E H AZ M e T 22K

Determine the competency requirements of the audit team;

1) RBE BAR R 5 R S E R A (n: — A .

Identify the complexity and scale range (such as one or more) of the processes
and activities covered by the management system.
10. 2 B 7 Audit plan
10. 2.1 Fg 7" CNAS-CCO1:2015 2% 9. 1. 3 2k MU ZER AL, @i #% 7 ik b 2 D WG e MR A
oy
In addition to the requirements of Article 9. 1.3 of CNAS-CC01:2015, the audit plan
should at least include or reference the following contents:

DA N, 1W3);  The processes and activities of each site;

2) ALtz By a] DAL AR . WL BT ANGE;  Identify which sites can be sampled
and which sites cannot;

3) I MRLE I BT e it AR A v . WIRLE S T RAFEE 5. Tdentify which sites are
covered by sampling and which sites are not covered by sampling.
10. 2.2 4 5E A% T &I, H T A S B 58 G NI NE B 45 T 7R o R[], X
LSS N AL AS TR NS AZIS R, fian: T ERE . IR R 2 AR H e 2.
When determining the audit plan, due to the specific structure of the organization
to be audited, sufficient time should be given for additional activities. The time
for these activities is not included in the audit time, such as time for travel,
communication between audit team members, post—audit meetings, etc.

VE: Bl E RS R A 8 M ) m AR E A% (I CNAS-CCO1 Bz CNAS—CC14) , Al fi iz
PEH LA

If the attributes of the process to be audited are suitable for remote audit

(see CNAS-CCO1 and CNAS-CC14), remote audit techniques can be used.
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10. 2. 3 FEATATIS 456 1 22 F— 44 B K BT AR AL, 5 S AL A B[R ) H 044> Pl
LB —E oy WAL BEORBE Ay, A A — 70 0 IR 24 ) AL LA

When an audit team consists of more than one member at any time, in coordination
with the audit team leader, identify the technical competencies required for each
site and each part of the audit, and assign appropriate audit team members to each
part of the audit.

10.3 ZIHPraE A% A Audit time for multi-site audits

Fra GO AE I L2, AT LA AT HRE S TR B, AN RTHRES FTA RS, B0 P 3 P A 156 150
HEH R WAL BRI, 20 78 1) A% I TR R SE A RO H % . BRARKy
SEWNIETT R A IE, BRI P S R 8] el B AN BB 50%

For organizations that meet the qualification criteria, they can be composed
of sampleable sites, non—sampleable sites, or a combination of these two situations.
No matter how the organization is composed, there must be sufficient audit time
to conduct an effective audit. Unless otherwise specified in a specific
certification scheme, the reduction in audit time for a single sampled site should
not exceed 50%.

B, CNAS—-CC105 FUVF Hi k%I [H] e/ B B K9 30%, 75 4h 20%2 1~ 52— BRAK 5 By
BAT O IR BE A SAT AT AT RE AR AL AR (e SR 1025 8 SR VAR IR B KB X B
Wk E T, EAEE S A HREE BRI, S I R v U SO DA R s B i ] 1
U7 S8 BESRKAT B AN I i 1) o A P 1]

For example, CNAS-CC105 allows a maximum reduction in audit time of 30%. Another
20% is the maximum allowable reduction considering the central functions of the
single management system and any possible centralized processes (such as
procurement). For each selected site, including the central function elements where
applicable, the existing criterion documents and the requirements of special

schemes where necessary should be used to calculate the audit time for each site.

I H . BESZ IR SRR SR A 2 /0, R B b 37 P o A I TR B
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BRI

High-risk projects affect both the number of samples and the proportion of

reduction in audit time for a single sampled site.

10. 4 ®H#%1t%) Audit plan

10. 4.1 FR ¥ CNAS-CCO1:2015 5 9. 2. 3 K HYZR AL, fEHER S % THRIN 2055 R N %%
In addition to the requirements of Article 9.2.3 of CNAS-CCO01:2015, at least the
following contents should be considered when preparing the audit plan:

D) AAUETE E DA R BT H) TG Hl;  The certification scope and the sub—scope of
each site;

2) B NE R RPRHERTEOL T, X RN PTHE AR R#ARUE;  In the case of
considering multiple management system standards, the management system standards
for each site;

D EHZHIEFE. 7E3);  The processes and activities to be audited;

4) FHAN T EAZE [A]; The audit time for each site;

5 7 IRE %4, Assign audit teams.

10.5 HIUGAEE #Z%: HB—FE Initial certification audit: Stage 1
— B A%, HHAZAMN e S B PL: Through the first stage audit, the audit
team should improve the information to:

D#aINEZ T ZE; Confirm the audit plan;

2) WRIE B, BRI TLEZIERE. #3); Plan the second stage
audit, considering the processes and activities to be audited at each site;

3) BN RIREE B B AL AL AL R % L ZIBE /). Confirm that the audit team
responsible for the second stage audit has the necessary competencies.

10. 6 FIRWAEH #%: 5[t Tnitial certification audit: Stage 2

BIRE S i o, s H B AE RN i % 1 IR BRSOt . 1K L8452
e B IR A% 7 58 LR Ja SR B B I s R, R 2 g Prabiie 07 R EAR I

In the output of the initial certification audit, the audit team should document
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which processes have been audited at each site. This information will be used to
revise the audit plan and the audit plan for subsequent surveillance audits,
including the necessary revisions to the multi—-site sampling plan.

10. 7 A& 5ME Nonconformities and certification

10. 7. 1 EATATASLIA AT R IIASKE & (4 CNAS-CCOL HHfAE ), Joil & H P A A% K
DLERA AR B S AL A, T e R A LA 8 FL A B e R T Re 2 2lsm . BRI, 5K
HEIARFE P, DU E XEARFE RO & T A i SR LR R GEA L .
NSRRI AL, LRI A R B8 K 52 B 500 B A7 3 BT S 21 A B O IAIE . dn R
RIIEARaL,  HZIN REf8 17 AHLAS IR B IR E Ja S 2H 1R 15 e Ve F B 1 4 P

When a nonconformity is found at any independent site (as specified in CNAS-CCO1),
whether discovered by internal audit or by the audit of this institution, an
investigation should be conducted to determine whether other sites may be affected.
Therefore, the organization is required to review the nonconformity to determine
whether these nonconformities indicate overall systemic deficiencies applicable
to other sites. If it is found to be the case, corrective measures should be
implemented and verified at the central function and the affected independent sites
at the same time. If it is found not to be the case, the organization should be
able to prove to this institution its legitimate reason for limiting the scope of
subsequent corrective measures.

10. 7.2 NEESRAR AR LL it AR I 850 A e/ el e o, BRI EIRE 1%
il o

Evidence of these measures should be required and the sampling frequency and/or
quantity should be increased until it is convinced that control has been restored.
10. 7.3 fEAE g R, WBUE— P I EART S, R R = R 1B

Jiti 2 i LR 20 BEAS 22 37 BT A 23R 81 ) 3 BT kAT UGE

In the decision—making process, if a serious nonconformity occurs at any site,

certification for the listed sites of the entire multi—-site organization should
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be refused until satisfactory corrective measures are obtained.
10. 7. 4 MBS RES, ARFHLON TR TN A AT GG B R R, 1 AR
¥ Bl P M B A T R 37
During the certification process, the organization is not allowed to delete the
site with problems from the certification scope in order to overcome the problems
caused by nonconformities at a certain site.
10. 8 PANE XY Certification documents
10. 8. 1 AUESCHF B e RIAIEYE Bl DA K 22 37 B A IE P 22 7 (3 B« R SR GE I
Certification documents should reflect the certification scope and the sites and
legal entities (where applicable) covered by multi-site certification.
10. 8. 2 WAESCAF AL E B A 7 B A Frpnstutl, St 1V 5 VGRS AR . i
BRIE SR 51 IR HARAE 2 REE W I R E 3 i S B 3 B st SR, G2
B — Y AR B 5 T ALV N I — 35y, DS M EFE 1% B ) T YE . 4 1E
WAESCA BRI 3 iy, Ny B I 637 B i v 4 P
Certification documents should include the names and addresses of all sites and
reflect that the organization is related to the certification documents. The scope
or other information referenced by the certification document should clearly
indicate that the certified activities are implemented by the sites listed in the
list. However, if the activities of a certain site are only a part included in the
organization’ s scope, the certification document should include the sub—scope of
that site. When displaying temporary sites on the certification document, it should
be indicated that these sites are temporary sites.
10. 8.3 WUR [ — N MU NIE S, b AL
If a certification document is issued to a site, it should include:

1) B BRAA SR BT X BRI AN 444

The management system is for the entire organization being certified;

2) ZANIEPT B S R E I VA SEAR IS 305
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The activities of the specific site and legal entity covered by this
certification;

3) S EIEBZE B rE v, W W5/

Traceability to the main certificate, such as number/code;

4) FE R AR B ROERUR T R A R

Statement: The validity of this certificate depends on the validity of the main
certificate.

FEARATEOL T, #AFLOZS BT ISR 2 WU DIE S, BOR S1%39 T
ISR UGE (BNERRF T HLD , ARG XA ZEE AR,
ENAT A R SO A B

In any case, certification documents cannot be issued in the name of the site
or legal entity, or mislead that the site or legal entity is certified (the client
organization is certified), nor should it include a statement that the processes
and activities of the site or legal entity comply with the specification documents.
10. 8.4 — BARATI P AN Ge i S PR FFIAE (R ZEE ,  DIIE ST A B AR R
Once any site cannot meet the necessary provisions for maintaining certification,
the certification document will be revoked as a whole.

10. 9 W B 8 #% Surveillance audits

10.9. 1 X AT LLshE 2 4 BT S IR B s i N S 7.1 56— B BN Prsi I Al BN 5 B
& 10.3 %3

Surveillance audits of multi-site organizations that can be sampled should be
consistent with Article 7.1. The calculation of audit time for each site should
be consistent with Article 10.3 above.

10. 9.2 XAREIZHR 7. 1 A 2 T 2, B L T 30%37 BT 1V o A% A M ot vh oo BR R
F B A% o VIR S T 58 26 ) 7 P 5 L AN R B — I B s I S B . A
Yy B e A% I B BT BN 5 B3 10, 3 26—

For multi-site organizations that cannot be sampled according to Article 7.1,
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surveillance is based on audits of 30% of the sites plus audits of the central
functions. The sites selected for the second surveillance in the certification
cycle should usually not include the sites selected for the first surveillance.
The calculation of audit time for each site should be consistent with Article 10. 3
above.
10. 10 FFIMEH 1% Recertification audits
10. 10. 1 XJ AJ DAHIRE 2 3 B H AR FRUE S RN 55 7. 1 26— 3. BN P o A% IS (] T B8 82
5 iR 10. 3 &5
Recertification audits of multi—site organizations that can be sampled should be
consistent with Article 7.1. The calculation of audit time for each site should
be consistent with Article 10.3 above.
10. 10. 2 XS ANBEHIFERI 2 B A 21, FRAENAZ AT UG A%, RIVX A 3 B A im v
HRAEH A% o RN P LS O BRBE G AL N TR] T3R5 B3 10. 3 26— 3.
For multi—-site organizations that cannot be sampled, recertification should be in
accordance with the initial certification audit, that is, audits of all sites plus
audits of central functions. The calculation of audit time for each site and the
central function should be consistent with Article 10.3 above.
11 {23 Records

To 10 2 [ 7€ 2 BT B I I 3 T IOt R, B A ZH 0 20000 B e ) B o B R SRR I R 3
5 (EEWH R mPrESE) ERH; BlH R, NAE CEREAREZIREG) 1
FARNIAEH U SE Brah e 155 100 K DR D9 it mT BE A 1Y AN 5 PR 2 R0 IR o

Whether it is sampling of fixed sites or temporary sites, the audit team must
explain the reasons for sampling. When planning the audit, the specified columns
of “List of ongoing projects and branch locations.” should be filled in; at the
end of the on—site audit, in the corresponding column of the “Management System
Audit Report”, the actual sampling situation and the possible uncertainties and

risks due to sampling should be explained.
31



Management Requirements
for Multi-Site
Certification

LianMing Certification
Co.,Ltd.

Document No.

QP/0KC2003-2023

Issue No.

3rd

Revision No.

0

A KiE FDocument revision Records

A/ FIR
Version/

edition

BATINE
Revised content

(LEON

Modifiers

HIZA
Reviewer

HEAEN

Approver

& H
Modification
date

32




	1 目的Purpose
	Clarify the principles of multi-site understanding
	2 范围 Scope
	3 定义Definitions
	4 应用 Applications
	5 抽样方法的基本原理Basic principles of sampling methods
	6 多场所组织认证的资格要求 Qualification requirements for mult
	7 抽样条件Sampling conditions
	8 抽样准则 Sampling criteria
	9 多场所审核Multi-site audits
	10 审核与认证Audit and certification
	11 记录Records

